Paper Liners (RM-B~1):

QPERATING SPECIFICATIONS:

Specifications.

s B

Use Grade #7001 Manila and Grede #7002 Grayback
for face and back paper respeetively, except use CGrade #7010 Partition
Board Manila and Grade #7013 Partition Board Greyback for face ard back
paper resp ctively on all 3" board manufactured for use in partitions,

Refer to Process Bulletin B-G-2 for General (perating ]

. Slurry Slump (inches)

. Slurry Setting Time (minutes)

. Wet Slurry Weight (lbs/cu. ft.)
. Wet Compressive Strength {psi)

|
PRODUCT BULLETIN GYPSUM BOARD BULLETIN NO: B-3
GYPSUM' PRODUCTS 4" REGULAR DATE: 9/12/75
: . : ) PAGE: 1l of 2
Elaovgs ASTM C 36 CANCELS: . B-3
\\“ \ M - - DATE: 411174
\ . .
PRODUCING PLANTS: Lcrng Beach, #ntioch, Seattle, Jacksonville, Delanco. *°
CORE FORMULA {1bsAMSF):
Board Stucco . (s-1) 1250 - 1400
Paper Fiber {B-G-1) iy ==
Glass Fiber (B-G~1) ot
. Starch {RM-B-~11) 7 w12
with sanders , ' 5~-8
Dextrose (FM-B-3) c-3
Foaming Agent (B-G-1) 0.2 - 1.4
Lignin - Dry Powder (B-0-1) 2.5~ 36~ 45
~ - Liquid {B-G-1) 5.0 = 7.0 O
End Trim (B=G-1) 0-3545
Potassium Sulfate {B-G-1) c-~-2.0
Retarder - (B-G-1) 0~ 0.5
. ‘Hydrated Lime (RM-P-3) 0~ 0.5
. Borie Acid {B-G-1) 0-1.0 7
NOTE: Seattle and Delanco use ligquid lignin,
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|| appROVALS: \/ - ASTM C 36 CANCELS: B-3
L AJ(L X Q\ Q*’/Wiv' ' | : DATE: 3/15/74

R C PLANTS: Long Beach Antloch Seattle, Jacksonville, Delsnco.\

PECIFICA \F (Refer to Product Bulletin B G-4 for General Finished
Product Specifications)
Acceptance Limits Control Values
. M—i—l—l-' . M@_&o . Mi_r_}- - 'I.S_Lda - ng,
Wet Weight (1bs/MSF) . . .. 2000 . . 2875
-OFF TES . . .. . .
. Dry Weight (1bs/MSF)x . lse 550, . . (500
West Coast Plants . 100 . XS ., 1700 ., 1750 850
Eest—Eeest—Rlante—m— 1725 T 19—} 21825y SO0~

Evaporation Loss {1lbs/MSF) . .. Be9gP . BFLe 9@

.Thickness, average {inch) . 0,484 0,516 ,. 0,484 ., 0,490 ., 0,510
Thickness, indiv, rdg.(inch} ., + 0,010 from avg.. + 0.010 from average
Twist Test, tested hot - .. . .

- face and back (inch} . . .. . 0o . 2

“End Peel, tested @ 1-2 hours . . .o . .
face and back (inch) . . .e . o . 1

. Bond Test, tested @ 1-2 hours, . .o . .

, face and back (inch . . 2 .. e o . 1

" Falling Ball Impaet (inech} . .. 0,020 . . 0.050

" Edge Hardness (1bs) . 8 . .. 10 . v . 18
DARD COMD NED SAMP £S . .e . .

Flexural Strength (1bs) . . .o . . :
Across .10, .. 0, 150 !
Parallel . 40 . . A0 50 .

- Deflection @ Break {inch) . . .o . .
: Acress . 0,30 ., .. 030 . 0,35
Parallel . 0,20 ., .. 0,20 , 0,25 ,

Puneh Test (1lbs) . 550 . 900 .. &80s%¢ . 900

End Peel after Sawing . . 1 .. . o . 3

Twist Test (inch) . . .o . .
face and back . . 2 .. . o . 1

High Humidity Bond (inch) . . .o . .
face and back . . 1 .. R o . 1

W“l- REG.JS.TCHCQ. TeaT (f-"ls.:j &0 — - g =
*}NOTE: PBoard manufac+ur=d outside tne specified dry weight ranges may be snhippag
provided toard conforms to gll other finished product specifications.
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